
Range of sprayers equipped with the highest performance in terms of safety and ease of use. 
Designed for professional use with the most aggressive chemicals in professional sectors. Particularly 
resistant to acids.
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BY EXPERTS 
FOR EXPERTS

BY EXPERTS 
FOR EXPERTS CLEANING SPRAYERS

MULTI Pro 9 - 12
MULTI Pro 12+



IK MULTI Pro 9 - 12

1. Strong translucent tank with level indicator
2. Innovative and ergonomic design
3. Stable base with support for the feet
4. Large integrated funnel for easy filling
5. Easy use lance parking
6. Pump holder system for when filling the tank

7. Stainless steel opening and closing handle with safety lock
8. Safety valve especially resistant to acids. Avoid contact with 

gases
9. A shoulder strap that provides an easy carry option
10. Content identifying system with coloured cards
11. Different spray pattern options available

MULTI Pro 9, 12, 12+

IK MULTI Pro 12+

Possibility of 
coupling IK 
compressor

IK MULTI Pro 9 IK MULTI Pro 12

* Only dilute acids - max. 5%

IK MULTI Pro 12 +

1. Air connector for compressed air
2. Possibility of coupling the battery compressor

Disinfectants, neutral products, acids

Solvent-based pesticides, alcohols, oils and petroleum derivates

optimal

suitable

IK MULTI Pro 9 IK MULTI Pro 12 IK MULTI Pro 12+

REFERENCE: 82672 82671 82679

TOTAL CAPACITY: 8 L - 2.11 US gal 10 L - 2.64 US gal 10 L - 2.64 US gal

USABLE CAPACITY: 6 L - 1.58 US gal 8 L - 2.11 US gal 8 L - 2.11 US gal

GROSS WEIGHT: 2,71 kg - 5.97 lb 2,99 kg - 6.59 lb 2,99 kg - 6.59 lb

NET WEIGHT: 2,33 kg - 5.13 lb 2,57 kg - 5.66 lb 2,57 kg - 5.66 lb

LITRES/MIN. 3 BAR: 0,50 l/min - 0.13 gal/min

VALVE: Set to 3 bar / 43.5 psi depressurizable  
with automatic depressurization option

Set to 3,5 bar / 50 psi 
depressurizable with automatic 

depressurization option

LANCE (L): 47 cm - 18.5 inch

HOSE (L): 1,3 m - 51 inch

STANDARD NOZZLES: Adjustable conical nozzle and fan

COMPRESSED AIR 
CONNECTOR: - - Included

IK COMPRESSOR: - - Optional accessory


